
Spindellager
B71903-E-2RSD-T-P4S-UL

m 19 kg Gewicht

Cr 2950 N dynamische Tragzahl, radial

C0r 2040 N statische Tragzahl, radial

FV L 16 N Vorspannkraft

FV M 47 N Vorspannkraft

FV H 94 N Vorspannkraft

Ca L 30.1 N/μm axiale Steifigkeit

Ca M 48.5 N/μm axiale Steifigkeit

Ca H 63.9 N/μm axiale Steifigkeit

nG Fett 45000 r/min Grenzdrehzahl Fettschmierung

nO Öl k.A. Grenzdrehzahl Ölschmierung

c 9 mm

Da 27.5 mm Toleranz: H12

da 20 mm Toleranz: h12

rmin 0.3 mm

r1 min 0.1 mm

ra max 0.3 mm

ra1 max 0.1 mm

α 25° Druckwinkel

d 17 mm

D 30 mm

B 7 mm
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https://www.
kugellager-ex-
press.de/spindel-
lager-b71903-
e-2rsd-t-p4s-ul-
17x30x7-mm

http://www.kugellager-express.de
mailto:info@kugellager-express.de
https://www.kugellager-express.de/spindellager-b71903-e-2rsd-t-p4s-ul-17x30x7-mm
https://www.kugellager-express.de/spindellager-b71903-e-2rsd-t-p4s-ul-17x30x7-mm
https://www.kugellager-express.de/spindellager-b71903-e-2rsd-t-p4s-ul-17x30x7-mm
https://www.kugellager-express.de/spindellager-b71903-e-2rsd-t-p4s-ul-17x30x7-mm
https://www.kugellager-express.de/spindellager-b71903-e-2rsd-t-p4s-ul-17x30x7-mm
https://www.kugellager-express.de/spindellager-b71903-e-2rsd-t-p4s-ul-17x30x7-mm

