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High Precision
Cylindrical Roller Bearing

NN3022-AS-K-M-SP o 170 mm
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m 3.61kg Mass
C, 223000N Basic dynamic load rating, radial
Cor 363000N Basic static load rating, radial
§=1.65mm NGorease 4500 r/min Limiting speed grease lubrication
H— — — Nooi 5300 r/min Limiting speed oil lubrication
[\ ral Fa1 max = 2 MM
% E . A
el g
E| E
8| R
s =
o All indications were made carefully and HERE YOU'Il FIND THE
verified. Kugellager-Express doesn’t as-
sume any liability for incomplete or false ITEM WEBPAG E
indications. (click or scan)

Kugellager-Express GmbH - Grenzweg 14a - D-33758 SchloR Holte-Stukenbrock « www.kugellager-express.de
Phone: +49 (0)5207 92917-0 - info@kugellager-express.de


http://www.kugellager-express.de
mailto:info@kugellager-express.de
https://www.kugellager-express.de/high-precision-cylindrical-roller-bearing-nn3022-as-k-m-sp-110x170x45-mm
https://www.kugellager-express.de/high-precision-cylindrical-roller-bearing-nn3022-as-k-m-sp-110x170x45-mm
https://www.kugellager-express.de/high-precision-cylindrical-roller-bearing-nn3022-as-k-m-sp-110x170x45-mm
https://www.kugellager-express.de/high-precision-cylindrical-roller-bearing-nn3022-as-k-m-sp-110x170x45-mm
https://www.kugellager-express.de/high-precision-cylindrical-roller-bearing-nn3022-as-k-m-sp-110x170x45-mm
https://www.kugellager-express.de/high-precision-cylindrical-roller-bearing-nn3022-as-k-m-sp-110x170x45-mm
https://www.kugellager-express.de/high-precision-cylindrical-roller-bearing-nn3022-as-k-m-sp-110x170x45-mm
https://www.kugellager-express.de/high-precision-cylindrical-roller-bearing-nn3022-as-k-m-sp-110x170x45-mm

